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Numéro d'article / Article number: 3B36-2FTD Numéro EAN / EAN number: 4250384776787
Catégorie de fret / Freight category: C

Porte de clôture mobile à deux vantaux, avec cliquet
avec fonction anti-panique type D

Double-leaf mobile fence door, with handle with panic
function type D

Description de l’article

Porte de clôture mobile à deux vantaux

Porte de clôture mobile à deux vantaux, , Qui garantit
une entrée et une sortie sûres vers les zones clôturées
sur les chantiers de construction ou les installations
mobiles., , se compose d‘une construction à cadre
robuste et soudée , largeur de passage: env. 2,10 m,
hauteur totale: env. 2,30 m

avec cliquet avec fonction anti-panique type D

Item description

Double-leaf mobile fence door

Double-leaf mobile fence door

That ensures safe entry and exit with construction fence
secured areas on construction sites or mobile facilities.

·consists of a robust, welded frame construction
·passage width: approx. 2.10 m
·total height: approx. 2.30 m

with handle with panic function type D

Technical specifications

Weight: kg
Dimensions: 594 mm x 2330 mm x 2300 mm
Material: Steel galvanized
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* Toutes les données sont des valeurs indicatives (en partie avec les arrondis habituels dans la branche pour une meilleure compréhension) et servent uniquement à la
compréhension du produit, mais pas comme base pour la construction d'accessoires, de supports de stockage, d'adaptations, de produits combinés ou autres. Toutes les
indications sont fournies sans garantie, nous déclinons toute responsabilité pour d'éventuelles erreurs et les conséquences qui en résultent.
* All data are approximate values (partly with industry-standard rounding for better understanding) and serve only for product understanding, but not as a basis for the
design of accessories, storage solutions, adaptations, combination products or the like. All information is without guarantee, for possible errors and resulting consequences
we assume no responsibility.
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